
Hoja de datos 3SU1950-0KB10-0AA0

adaptador para montaje de actuadores y señalizadores, 22 mm, en un 
taladro de montaje de 30,5 mm, metal, brillante, con junta

nombre comercial del producto SIRIUS ACT
designación del producto Adaptador
tipo de producto para taladro de montaje de 30,5 mm a 22,5 mm
denominación del tipo de producto 3SU1

Datos técnicos generales
grado de protección IP IP66, IP67, IP69(IP69K)
Directiva RoHS (fecha) 01.10.2014 00:00:00

Instalación/ fijación/ dimensiones
altura 40 mm
anchura 38 mm
altura de montaje 4,6 mm

Accesorios
material del accesorio Metal brillante
color del accesorio plata

Certificados/ Homologaciones

General Product Approval Declaration of Conformity Test Certificates

Miscellaneous Type Test Certific-
ates/Test Report

Marine / Shipping other

Confirmation

Más información
Information- and Downloadcenter (Catálogos, Folletos,…)
https://www.siemens.com/ic10
Industry Mall (sistema de pedido online)
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=3SU1950-0KB10-0AA0
Generador CAx online
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1950-0KB10-0AA0
Service&Support (Manuales, certificados, características, FAQ,…)
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_06906
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=444&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/es/ps/3SU1950-0KB10-0AA0/Certificate?ct=447&ci=454&cao=553
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=3SU1950-0KB10-0AA0
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1950-0KB10-0AA0


https://support.industry.siemens.com/cs/ww/es/ps/3SU1950-0KB10-0AA0
Base de datos de imágenes (fotos de producto, dibujos acotados 2D, modelos 3D, esquemas de conexiones, macros EPLAN, 
…)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1950-0KB10-0AA0&lang=en
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https://support.industry.siemens.com/cs/ww/es/ps/3SU1950-0KB10-0AA0
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1950-0KB10-0AA0&lang=en
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_14918
https://support.industry.siemens.com/cs/ww/es/pv/3SU19500KB100AA0

