
Switch and Cable Selection Chart

Switch 
Type

Base Part 
Number General Description

Original Line
Original Line 

with Rod 
Lock

Double-Wall

EF/Twist 
Clamp

Twin Bore/ET
Pneu-Moment
Stopper/LPA/

NPA

Flat-1
Flat-II

Pneu 
Turn

Linear 
Thruster Ultran

Ultran Slide
High Load 

Ultran

Repairable 
Stainless Steel
All Stainless OL

Ultran 
Band

ISO 
6431

ISO 
6432

Band 
Mounted

HSC PNP, LED X X X4
HSK NPN, LED X X X4
MSS PNP/NPN, 2 wire LED X X

MRS-.027-B Reed, 2 wire, No LED,
3 watts X

MRS-.027-BL Reed, 3 wire, LED,
2.8 watts X

MRS-.087-B Reed, 2 wire, No LED,
10 watts X X X X

MRS-.087-BL Reed, 3 wire, LED,
9 watts X X X X

MRS-.087-PBL Reed, 2 wire, LED
2.5 watts X X X X

MRS-1.5-B Triac, 2 wire, No LED,
1.5 amp, AC only X X X X

R10 Reed, 2 wire, LED X X

RAC Reed, 2 wire, No LED, 
AC only X X

R10P Reed, 2 wire, LED X X

RHT Reed, 2 wire, No LED,  
High Temperature X X

End of 
Stroke
(Ultran)

RSU-1 Reed, 2 wire, No LED X X
PCQ PNP, Proximity, LED X X
PKQ NPN, Proximity, LED X X

506
506
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