
Bulletin 700-M

Industrial Relays

Overview/Product Selection

AC Control Relays (700-M) and Control Relays with Bifurcated Contacts (700-MB)➊

⊗ AC Voltage Suffix Code
The Cat. No. as listed is incomplete. Select a voltage suffix code from the table below to complete the Cat. No. Example: Cat. No. 700-MB400⊗S becomes Cat. No. 
700-MB400A24S. For other voltages, consult your local Allen-Bradley Sales Office.

DC Control Relays (700DC-M) and Control Relays with Bifurcated Contacts (700DC-MB) ➍ ➊

➊ Positively Guided Contacts — Summary:
700-M, 700-MB, 700DC-M, and 700DC-MB relays are positively guided for 4 main poles. Restrictions apply when using auxiliary contacts. 

➋ 10-packs can be ordered for the following voltage codes: A1, A2, A24, Z24, D24. To order a 10-pack, specify quantity in multiples of 10 and drop the final "S" from 
the catalog number.

➌ All Cat. Nos. are factory stocked.
➍ To determine whether a 700DC-M relay has a diode, check the voltage label above the A1 terminal. A green background indicated that the relay has a built-in diode; 

a white background indicates that there is no diode.

Bulletin 700-M
• IEC Compact Industrial Relay
• 700-M Standard Contacts (10 A)
• 700-MB Bifurcated Contacts For Low Energy Loads
• Positively Guided/Mechanically Linked Contacts Per IEC 947-5-1 on All 

700-M Relays
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Contact Configuration
Pkg. Qty. ➋ Cat. No. ➋  ➌

N.O. N.C.

2 2 1 700-M220⊗S

3 1 1 700-M310⊗S

4 — 1 700-M400⊗S

2 2 1 700-MB220⊗S

3 1 1 700-MB310⊗S

4 — 1 700-MB400⊗S

Voltage 24 48 100 110…120 220…230 230…240 380 440 440…480

50 Hz A24 A48 A1 — A2 — A3 A4 —

60 Hz A24 A48 — A1 — A2 A3 — A4

Contact Configuration
Pkg. Qty. ➋ Cat. No. ➌

N.O. N.C.

2 2 1 700DC-M220⊗S

3 1 1 700DC-M310⊗S

4 — 1 700DC-M400⊗S

2 2 1 700DC-MB220⊗S

3 1 1 700DC-MB310⊗S

4 — 1 700DC-MB400⊗S
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Industrial Relays
Product Selection, Continued 

⊗ DC Voltage Suffix Code
The Cat. No. as listed is incomplete. Select a voltage suffix code from the table below to complete the Cat. No. Example: Cat. No. 700DC-MB400⊗S becomes Cat. 
No. 700DC-MB400Z24S. To order a relay with a diode surge suppressor, in a 24V DC coil, change the letter “Z” to “D”. Example: Cat. No. 700DC-MB220Z24 becomes 
Cat. No. 700DC-MB220D24 (coil tab is green for diode.)

Accessories

Auxiliary Contact Adder Decks 

Surge Suppressors

Timers

➊All Cat. Nos. are factory stocked.

Voltage 12 24 24 with Diode 48 80 110 125 220

DC Z12 Z24 D24➋ Z48 Z80 Z11 Z3 Z2

For Use with 700-MB Relays

Contact Configuration Pkg.
Qty. Cat. No. ➊

1 N.O.–1 N.C. 10 195-MA11

2 N.O. 10 195-MA20

2 N.C. 10 195-MA02

2 N.O.–2 N.C. 10 195-MA22

4 N.O. 10 195-MA40

1 N.O.–3 N.C. 10 195-MA13

4 N.C. 10 195-MA04

Description Pkg.
Qty. Cat. No. ➊

R-C Suppressor
24…48V AC 10 199-MSMA48

110…280V AC 10 199-MSMA1

MOV Suppressor
12…55V AC 10 199-MSMV1
56…136V AC 10 199-MSMV2
137…277V AC 10 199-MSMV3

Diode Suppressor 12…250V DC 10 199-MSMD1

Description Pkg.
Qty. Cat. No. ➊

Solid State Timing Element
110…250V
50/60 Hz, DC

0.1…3 s
On–Delay 10 196-MT3S

1…30 s
On–Delay

10 196-MT30S

Star-Delta Timer
1…30 s
The Star (K3) contactor is energized 
for the time setting and de-energized. 
Then after 90 ± 30 ms the Delta (K2) 
contactor is energized.

220…250V 
50/60Hz 10 196-MTSDA2

110…120V
50/60 Hz 10 196-MTSDA1

35 mm DIN Rail Mounting Adapter For Above Timers 10 196-MTM
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